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1 x PS/2 keyboard port
1 x S/PDIF out Optical connector
1 x RJ45 LAN port
1 X DVI connector

1 x Audio jack supports 6 jacks
6 x USB 2.0 ports
1 x HDMI connector
1 x Serial port

64Mb flash EEPROM w/ LAN boot PnP, ACPI, WfM, DMI 2.0

mATX form factor 9.6 inch x 8.6 inch

1 x ATX 24-Pin power connector
1 x 4-pin ATX 12V power connector
1 x 4-pin CPU Fan connectors
2 x 4-pin System FAN connectors
1 x Front pannel header
1 x TPM header
1 x Speaker header

• Supports up to 12 USB 2.0 ports (Rear panel x6, pin header x3 support 6 ports)
  - Transfer rate is up to 480Mbps

FoxOne™ Premium technology
• Supports easy overclocking, voltage adjustment, fan control and system monitoring from a dedicated
  Windows application

3 x USB 2.0 connectors support additional 6 ports
6 x Serial ATAII connectors
1 x Floppy connector
1 x Front Audio Header
1 x S/PDIF Out header
1 x IrDA header
1 x COM header

• SATAII controller integrated
  - Up to 3.0Gb/s transfer speed
  - Can connect up to 6 internal SATAII devices

• Chip integrated
  - S/PDIF Optical connector on rear panel
  - Supports 7.1channel HD Audio
• Supports Gigabit LAN

Performance segement MB,target to meet DDR3 platform demands of enthusiasts and gamers.support
LGA1156 for Intel®CoreTM i7,CoreTM i5,CoreTM i3 processors with H55 single chipset .the H55MX-S allows you
to build powerful PCs on a budget. Supportting 2 channel 2 DIMMs DDR3 memory up to 8GB at 1333MHz,it
is the best MB to build HTPC with DVI and HDMI integrated.Gigabit LAN and 8-channel HD audio are also
included on this Microsoft Vista™ certified and Windows 7 ready motherboard.

• Integrated Intel® GMA HD graphics engine
   - Microsoft DirectX 10 compliant
• 1* PCIe2.0 x16 slot
• 1* PCIe x4  slot
• 2* PCI bus slots

• Supports 2 x 240-pin DIMMs of 1.5 Volt DDR3 SDRAM
• Supports up to 8GB memory size
• Supports dual channel DDR3 memory architecture
• Supports DDR3 1333/1066 memory architecture

• Supports LGA 1156 for Intel®CoreTM i7,CoreTM i5, CoreTM i3 series  processors
• Supports Intel 45 nm Hi-K CPU
Notes:Please check our CPU compatibility table for full details
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